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Forside:
Uncompromised Exposure
Thompson Techniques + brugervejledning: Tether-system for hofte
“Thompson-hoftesystemet har et elegant design, der optimerer synergien mellem 
instrumentering og operationsteknik og giver uhindret visualisering under udførelse af 
muskelbesparende (eller minimalt invasiv) hoftealloplastik.“
- Mark J. Powers, MD, FACS, FAAOS

Side 2:
THOMPSON TECHNIQUES + BRUGERVEJLEDNING / BIO + EGENSKABER + 
HOFTESYSTEMKOMPONENTER

Mark J. Powers, MD, FACS, FAAOS
Dr. Mark Powers, det stiftende medlem af Florida Orthopaedic Specialists, er en 
specialistuddannet og fik et fellowship i ortopædkirurgi. Han fik sin bachelorgrad og 
lægeuddannelse på Georgetown University. Han fuldførte sin almenkirurgiske uddannelse på 
Georgetown University Medical Center og sin ortopædkirurgiske uddannelse på Brown University, 
Rhode Island Hospital. Dr. Powers blev uddannet med subspeciale i sportsmedicin på Salt Lake 
City Center of Sports Medicine i Utah og fik et fellowship i total alloplastik og rekonstruktiv 
voksenkirurgi på University of South Florida i Tampa. Dr. Powers er klinisk lektor på Florida State 
University.

Thompson-sårhagen til hofteoperationer er ideel til ortopædkirurger, der foretager 
hofteledsalloplastik. Dette specialiserede system gør det muligt for kirurger at fastgøre 
sårhageblade til en stabil lejemonteret ramme, hvilket eliminerer behovet for ekstra personale til 
at holde sårhager og vægte.

Steril lejemonteret ramme
Giver en stabil og sikker platform for sårhager, der eliminerer behovet for ekstra personale på 
operationsstuen. Elite II-skinneklemmen kan fastgøres og justeres inden for det sterile felt.

Anatomisk designet ramme
Hoftesårhagerammen er ideel til alle hofteindgreb og indeholder unikke venstre og højre buede 
arme, der er designet til at konturere patientens krop til en lavprofilopsætning og en optimal 
sårhageplacering.

Tethers
Fastgør hurtigt sårhageblade på rammen og muliggør bevægelse og fleksibilitet. Tethers er 
kompatible med alle sårhageblade.

BEMÆRK: Der fås også femurelevatorsæt (nr. 90025) og muskelsårhagesæt (nr. SL90060). Ring 
for at høre nærmere.
BEMÆRK: Hoftesårhagerammen er kompatibel med alle hoftesårhageblade. Det er ikke 
nødvendigt at købe blade til brug.

Side 3:
FORSIGTIG: Undgå at sammenpresse patientens krop med rammekomponenter for at forhindre 
nerveskader.
Vi anbefaler at løsne spændingen på sårhager hvert 20. minut for at sikre et korrekt blodomløb.

BEMÆRK: Da vi bestandig bestræber os på at levere de bedst mulige produkter, kan nogle af 
billederne i denne brugervejledning afvige lidt fra det modtagne produkt.

BEMÆRK: Thompson-sårhagen leveres usteril. Se instruktioner i rengøring, sterilisering og pleje 
samt yderligere advarsler og forholdsregler i brugsanvisningen til Thompson-sårhagen.

Besøg os online: thompsonsurgical.com

Side 4:
THOMPSON TECHNIQUES + BRUGERVEJLEDNING / RAMMEOPSÆTNING

Rammeopsætning
Herunder er de foreslåede trin til rammeopsætning til eksponering af anterior hofte, som angivet 
af dr. Powers. Bemærk, at denne rammeopsætning også kan anvendes til andre adgange, som 
f.eks. posterior eller lateral.

Trin 1: Fastgør Elite til sengen
Anbring Elite-skinneklemmen på lejeskinnen over det sterile afdækningsstykke på den modsatte 
side af kirurgen og ved patientens armhule. Fastgør ved at dreje det øverste spændegreb med 
uret, og brug hængehåndtagene til hævning, når der er behov for det.
TIP: Anbring skinneklemmen så langt nordligt som muligt eller på niveau med midten af 
patientens bryst.

BEMÆRK: Hvis der anvendes et Hana® leje eller et benpositioneringssystem som f.eks. 
Arch-systemet, tilføjes en 51 cm skinneforlænger (nr. 41938) til lejet, før Elite-skinneklemmen 
påsættes.

Trin 2: Fastgør tværstangen
A  Anbring tværstangen i skinneklemmeleddet, og juster, så leddet er højere oppe med den 

distale ende af armen vinklet ned mod den laterale side af patienten.
B  Lås tværstangen i leddet ved at dreje på hævearmshåndtaget.

Side 5:
Rammeopsætning (fortsat)
Trin 3: Fastgør de buede arme
Anbring den første buede arm i leddet på tværstangen. Den buede del af armen kan kontureres 
i en lavprofilsopsætning omkring patientens anatomi. Lås armene i leddet ved at dreje på 
hævearmshåndtaget og tage fat i tværstangen til hævning. Anbring på samme måde den anden 
buede arm i det andet led på tværstangen.
TIP: Hold den laterale buede arm så lav som mulig, så den ikke er i vejen, når der arbejdes på 
femuren.
TIP: De buede arme vil danne en halvmåneform (se billede), når de er i den rette position.

Trin 4: Fastgør de leddelte arme
A Anbring S-Lock leddelt arm i skinneklemmens andet led. Lås armen i leddet ved at dreje på 

hævearmshåndtaget.
B Fastgør det lange Hibbs-blad til den leddelte arm ved at trykke på guldstemplet, indsætte 

bladniplen og udløse stemplet. Hibbs-bladet kan anvendes i dreje- eller låst position. Tryk på 
stemplet for let at skifte mellem drejning og låsning.

C  Udløs armspændingen ved at dreje det sorte greb mod uret for at løsne. Anbring armen som 
ønsket, og lås den på plads ved at dreje det sorte greb med uret for at tilspænde armen.

Indsatte billeder: B Drejetap; B Låst

Side 6:
Thompson techniques + brugervejledning / eksponering + femurelevation
Eksponeringsteknikker
Trin 5: Dissektionsteknik
Anvend Hibbs-blad, der er fastgjort til S-Lock leddelt arm, til indledende dissektion og til at opnå 
indledende eksponering til klargøring til retraktion.

Trin 6: Bladplacering (acetabulum)
Vælg det rette sårhageblad. Indsæt det, og træk det tilbage. Når bladet er i den ønskede position, 
fastgøres det til den buede arm med tether, og der anvendes huller på den buede arm med 
klamper til fastgørelse. Gentag dette trin ved placering af flere blade.

bemærk: Levetiden for tethers er 10 genbehandlingscyklusser.

Side 7:
Eksponeringsteknikker (fortsat)

Trin 7: Eksponering (acetabulum)
Der er opnået eksponering.

Trin 8: Femurelevation
Den proksimale femur kan visualiseres ved at bruge femurelevatoren til at løfte og opnå 
eksponering.
BEMÆRK: Rammen kan blive på plads, mens der arbejdes på femuren.
BEMÆRK: Der kan på dette tidspunkt anvendes et femurelevatorsæt (nr. 90025).

Trin 9: Lukning
Anvend Hibbs-blad, der er fastgjort til den leddelte arm som en hjælp til lukning af incisionen.

Bagsiden:
Symbolforklaring:
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“The Thompson Hip System has an elegant design that optimizes the synergy between 

instrumentation and surgical technique allowing unimpeded visualization while performing  

muscle sparing ( or minimally invasive ) total hip arthroplasty."

- Mark J. Powers, MD, FACS, FAAOS

Thompson Techniques + User Manual:

HIP TETHER SYSTEM

Uncompromised Exposure™
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THOMPSON TECHNIQUE + USER MANUAL  /  BIO + FEATURES + HIP SYSTEM COMPONENTS

Mark J. Powers, MD, FACS, FAAOS
Dr. Mark Powers, the founding member of Florida Orthopaedic Specialists, is a board-

certified and fellowship trained orthopaedic surgeon who received his undergraduate and 

medical degrees from Georgetown University. He completed his general surgical training 

at Georgetown University Medical Center and his orthopaedic surgical training at Brown 

University, Rhode Island Hospital. Dr. Powers received subspecialty training in Sports Medicine 

at the Salt Lake City Center of Sports Medicine in Utah, and completed a fellowship in Total 

Joint Replacement and Adult Reconstructive Surgery at the University of South Florida in 

Tampa. Dr. Powers is an associate clinical professor at Florida State University.

NOTE

Femur Elevator Kit ( #90025 ) and Muscle Retractor Kit  
( #SL90060 ) also available. Call for information.

NOTE

Hip Retractor Tether Frame is compatible with any hip retractor 
blades. Blade purchase not required for use.

The Thompson Surgical Hip Retractor is ideal for orthopedic surgeons performing total hip replacement. 
This specialized system allows surgeons to attach retractor blades to a stable table mounted frame  

which eliminates the need for extra staff to hold retractors and weights.

Tethers

Quickly attach retractor blades to 

frame, allowing movement and 

flexibility. Tethers are compatible with 

any retractor blades.

Sterile Table Mounted Frame

Provides a stable and secure platform 

for retractors, eliminating the need for 

extra staff in the OR. Elite II Rail Clamp  

may be secured and adjusted within 

the sterile field.

Anatomically Designed Frame

Ideal for all hip procedures, the Hip 

Retractor Frame contains unique left 

and right curved arms, designed to 

contour the patient's body for a low 

profile set up and optimal retractor 

placement.
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CAUTION

Avoid compressing the patient’s body with frame components 
to prevent nerve damage.

We recommend relaxing tension on retractors every 20 
minutes to ensure proper blood flow.

NOTICE

The Thompson Retractor is provided in a non-sterile 
condition. Reference the Thompson Retractor IFU for cleaning, 
sterilization, and care instructions, as well as additional 
warnings and cautions.
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HIP TETHER SYSTEM #SL82014

REF QTY ITEM DESCRIPTION PART #

A 1 Elite III Rail Clamp w/2 Cam Joints 22" 43905AC

B 1 Crossbar w/2 Cam Jts 7" x 19 ½" 43990

C 1 20" Curved Arm with Cleats 1 44203

D 1 20" Curved Arm with Cleats 2 44204

E 2 24" Tethers - Pack of 5 42105

F 1 Femoral Neck Elevator 45300

G 2 Curved Cobra Gold 12 ½" 45302C

H 2 Curved Hohmann Narrow Purple 12" 45306C

REF QTY ITEM DESCRIPTION PART #

I 1 Curved Hohmann Wide 12" 45307

J 1 Curved Dual Prong 12" 45308

K 1 S-Lock Articulating Arm SL42190

L 1 Hibbs w/Teeth Long 25mm x 75mm SL46411T

M 1 Rail Extender 20" Single Clamp 41938

1 Instrument Case 26" x 10" x 5" 50000BL

1 Instrument Case  22" x 11" x 3 ½" 50000G

NOTE

As we continually strive to provide the best products possible, 
some of the images in this user manual may appear slightly 
different from the product received. 
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THOMPSON TECHNIQUE + USER MANUAL  /  FRAME SET UP

Step 2: Attach the Crossbar

A Position the crossbar in the rail clamp joint and adjust so 

that the joint is higher up, with the distal end of the arm 

angling down towards the lateral side of the patient. 

B Lock the crossbar into the joint by flipping the cam handle.

Step 1: Attach Elite to Bed

Place Elite Rail Clamp onto the table rail over the sterile drape 

on the side opposite of the surgeon, and at the axilla of the 

patient. Secure by turning the top knob clockwise, utilizing the 

hanging handles for leverage when needed.

TIP: Position the rail clamp as far north as possible, or at 

patient’s mid-chest level.

Frame Set Up
Below are the suggested frame set up steps for Anterior Hip exposure, as outlined by Dr. Powers. Please note that this frame setup 

may also be used for other approaches, such as posterior or lateral.

elbow

A

B

hip

NOTE

If using a Hana® Table or leg 
positioning system such as the 
Arch System, add a 20" Rail 
Extender ( #41938 ) to the table 
before attaching Elite Rail Clamp. 
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Frame Set Up ( continued )

Step 4: Attach the Articulating Arm

A Position S-Lock Articulating Arm in rail clamp’s second 

joint. Lock the arm into the joint by flipping the cam 

handle. 

B Attach long Hibbs blade to articulating arm by pushing the 

gold plunger, inserting blade nipple, and releasing plunger. 

Hibbs blade may be used in the swivel or locked position. 

Press plunger to easily switch between swivel and locked.

C  Release the tension of the arm by turning the black knob 

counter-clockwise to loosen. Position as desired and lock 

into place by turning the black knob clockwise to tighten.

Step 3: Attach the Curved Arms

Position the first curved arm in the joint on the crossbar. The 

curved portion of the arm will contour for a low-profile set-up 

around the patient anatomy. Lock the arms into the joint by 

flipping the cam handle, grasping the crossbar for leverage. 

Position second curved arm in the second joint on the crossbar 

in the same manner.

TIP: Keep the lateral curved arm as low as possible so that it 

does not interfere when broaching the femur.

TIP: The curved arms will create a “half moon” shape  

( see inset ) when they are in the correct orientation. 

A

B CB Swivel B Locked



6 THOMPSON TECHNIQUES: HIP TETHER SYSTEM  /  MARK J. POWERS, MD, FACS, FAAOS QUESTIONS OR ADDITIONAL INFORMATION: 1.800.227.7543

THOMPSON TECHNIQUE + USER MANUAL  /  EXPOSURE + FEMUR ELEVATION

Step 6: Blade Placement (Acetabulum)

Choose the appropriate retractor blade. Insert and retract. When 

blade is in the desired position, attach to curved arm with tether, 

using slots on curved arm “cleats” to secure. Repeat this step for 

placement of multiple blades.

Exposure Techniques

Step 5: Dissection Technique

Use Hibbs blade, attached to S-Lock Articulating Arm, for 

initial dissection and to gain initial exposure in preparation for 

retraction.

NOTICE

Service life of tethers is 10 reprocessing cycles.
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Exposure Techniques ( continued )

Step 9: Closing

Use Hibbs blade, attached to articulating arm, to aid in closing 

the incision.

Step 8: Femur Elevation

Visualization of the proximal femur may be achieved using the 

femoral elevator to lift and gain exposure.

NOTE: Frame may be left in place while broaching the femur.

NOTE: A Femur Elevator Kit ( #90025 ) may be used at this 

time.

Step 7: Exposure (Acetabulum)

Exposure has been attained.
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